ProVisionaire Edge Compatibilities

July, 2026
Please make sure to use the appropriate versions of firmware and software, referring to the following ity charts. Using an ination may result in
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ProVisioniare Edge |Processor

Mixer

Amplifier Powered Speaker

DM?7 Series DM3 Series RIVAGE PM Series XMS Series PC412-D XMV Series NEXO DZR10-D DXS15XLF-D
NEXO DME10 Rio1608-D2 DM7 DM3 CS-R10 DSP-R10 XMS24s8/ XMS24s8-D | PC412-Dl XMV4140 XMV4140-D NXAMP4x1 mk2 | PZR12-D DXSISXLED)
DME3 MTX5-D Ri03224-D2 DM7 Compact  |DM3 Standard *2 |CS-R10-S DSP-RX CLS XMS12s8/ XMS12s8-D | PC406-D XMV4280 XMV4280-D NXAMP4x2 mk2  |DZR15-D
MRX7-D DM7 Control *1 CS-R5 DSP-RX-EX (CL3) XMS12s4/ XMS12s4-D  |PC406-DI XMV8140 XMV8140-D NXAMP4x4mk2 ~ |PZR315-D
CS-R3 cL1 XMS06s4 / XMS0654-D XMV8280 XMV8280-D equipped with
(AT EELR)
NXRM104 or
NXAE103
V1.3.0 V3.10 or later V/1.00 or later V3.10 or later V3.30 or later V1.50 or later :/11{/013505 I::T;ter V2.0 V4.10 or later V4.10 or later V4.10 or later V5.50 or later V1.1.0 or later V1.00 or later V/3.30 or later V3.30 or later LOADS5_03 or later |V1.4.0 or later V1.4.0 or later
V1.2.0
V1.1.0 - - - V1.3.0 or later V1.3.0 or later
V1.0.0 -

*2 Automatic detection works with only one unit.
*2 BIREE 1A TOHMELET.



